
  

State of California - Wireless E9-1-1 
Typical Wireless ALI Phase II Display  (from Format 03 or Format 04) 
Note:  For slight difference in display of Format 04, see row 2 and 3 detail that follows in the specific parameters. 
 
 
 
 
 
 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32 
                                 
1 ( 2 1 3 )  3 2 1 - 1 2 3 4    1 7 : 5 4     0 7 / 0 5  
2      1 2 3         M A I N  S T R E E T      

3                                 
4 L A N C A S T E R          C W  8 2 3  W P H 2    
5 A B C  W I R E L E S S   8 0 0 - 5 5 5 - 1 2 3 4  O P T 4  
6                                 
7                 ( 3 2 3 )  5 1 1 - 6 7 8 9   
8 L A N C  T B  3 9 2 5  F 2    S W             
9 A B C D E                            
10                                 
11 C H P  A N T E L O P E  V A L L E Y  A R E A         
12 Q U E R Y  C A L L E R  F O R  L O C A T I O N        
13                                 
14 L A T  3 6 . 1 2 3 4 5 6 0 0  L O N  - 1 2 1 . 2 2 1 2 3 4  
15 M E T E R S  1 4           P E R C E N T  0 9 5   
 
 
 
 
 

 CALLBACK NUMBER 

MILITARY TIME

 DATE

 CELL SITE NUMBER ADDRESS 

 WIRELESS ESN

ELT/TELLTALES 
FIELDS

CLASS OF SERVICE 
 “WPH2” PHASE II (LAT/LONG of caller) OR 

“W911” PHASE I (LAT/LONG of tower). 

STATE “California Wireless” 

CELL SITE STREET NAME 

PHASE 1 MAP ID  
(WILL NOT BE DISPLAYED 
AFTER 2nd REBID BY GSM 

TYPE CELL PHONES) 

 WSP & TOLL FREE 
24/7 TEL # AND AUTO 
ATTENDANT OPTION 
NUMBER (IF USED) 

LATITUDE COORDINATE (LEFT JUSTIFIED WITH NO ‘+0’ LEADER) 
LONGITUDE COORDINATE  

LAT/LONG of caller if WPH2 Phase II, LAT/LONG of tower if W911 Phase I 

UNCERTAINTY FACTOR 
(IN METERS) 

CONFIDENCE FACTOR 
(IN PERCENT) 

WSP NENA ID   
(up to 5 characters) 

WIRELESS P-ANI 
(WILL ALWAYS BE 511-XXXX) 

CELL SECTOR  
DIRECTIONAL   
Single in field 20 
Double in 19 & 20

COMMUNITY NAME 
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