1.1 The **LP1 station is KOSO 860 KHz - 93.1 MHz**.

The LP1 station will monitor:

a. KGBY (FM) 92.5 MHz -or- KFBK 1530 kHz
b. KMJ 580 kHz -or- KEFR 89.9 MHz
c. NWS 162.550 MHz Sacramento
d. CLERS 154.710 MHz Mt Diablo 453.875 Telegraph
e. Amateur Repeater 145.390 – pl136.5 DTMF Decoder Starts recorder and alerts operator
f. NWS (Fresno) 162.400 MHz Fresno

1.2 The **LP2 station is KSJN 102.3 MHz**

The LP2 station will monitor:

a. KOSO 93.1 MHz
b. KGBY (FM) 92.5 MHz -or- KFBK 1530 kHz
c. KMJ 580 kHz -or- KEFR 89.9 MHz
d. NWS (Sacto) 162.55 MHz Sacramento
d. CLERS 154.710 MHz Mt Diablo
f. NWS (Fresno) 162.400 MHz Fresno

1.3 All LP stations and CATV control points must monitor two of the following:

a. KOSO 93.1 MHz
b. NWS 162.55 MHz
c. KSJN 102.3 MHz

1.4 In addition, but not in lieu of, any other station listed in 1.1 and 1.2 above are recommended monitoring:

a. CLERS 154.710 MHz
b. KCBS 740 KHz
c. EDIS 450.0375 (AX.25 Packet)